
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO.  907-401-6 CODE:  (SP) 
 
DATE: 08/21/2012 
 
SUBJECT: Warm Mix Asphalt (WMA) 
 
Section 401, Hot Mix Asphalt (HMA) - General, of the 2004 Edition of the Mississippi Standard 
Specifications for Road and Bridge Construction as amended by this special provision is 
applicable to Warm Mix Asphalt Only. 
 
907-401.01--Description.   
These specifications include general requirements that are applicable to Warm Mix Asphalt 
(WMA). 
 
This work consists of the construction of one or more lifts of WMA in accordance with Section 
401 for Hot Mix Asphalt, with the exceptions set forth in this special provision.  The WMA shall 
meet the specific requirements for the mixture to be produced and placed in reasonably close 
conformity with the lines, grades, thicknesses and typical sections shown on the plans or 
established by the Engineer. 
 
907-401.02--Materials.   
 
907-401.02.2--WMA Products and Processes.  The Department will maintain a list of qualified 
WMA products and processes.  No product or process shall be used unless it appears on this list.   
 
The Contractor may propose other products or processes for approval by the Product Evaluation 
Committee.  Documentation shall be provided to demonstrate laboratory performance, field 
performance, and construction experience. 
 
907-401.03--Construction Requirements. 
 
907-401.03.1.1--Weather Limitations.  The air and pavement temperature at the time of 
placement shall equal or exceed 40ºF, regardless of compacted lift thickness. 
 
907-401.03.8--Preparation of Mixture.   Warm mix asphalt is defined as a plant produced 
asphalt mixture that can be produced and constructed at lower temperatures than typical hot mix 
asphalt.  Typical temperature ranges of non-polymer modified, WMA produced by foaming the 
asphalt binder at the plant are typically 270ºF to 295ºF at the point of discharge of the plant.  
Typical temperature ranges of polymer modified, WMA produced by foaming the asphalt binder 
at the plant are typically 280ºF to 305ºF at the point of discharge of the plant.  WMA produced 
by addition of a terminal blended additive may allow the producer to reduce the temperatures 
below 270ºF as long as all mixture quality and field density requirements are met.  Production 
temperatures at the plant may need to be increased or decreased due to factors such as material 
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characteristics, environmental conditions, and haul time to achieve mixture temperatures at the 
time of compaction in which uniform mat density can be achieved. 
 


